
Die erhöhte Tragfähigkeit der Riegel 
wird durch eine Optimierung der 
Kopfgeometrie erreicht. Hierzu 
wurde die Höhen der Riegelköpfe 
angepasst, jedoch ohne die bereits 
gewohnten Eigenschaften des 
Gerüstsystems in irgendeiner Art 
und Weise einzuschränken. Alle 
Riegel und Diagonalköpfe, sowie 
alle Keile haben im unteren Bereich 
eine zusätzliche Bohrung erhalten. 
Bei eingeschlagenem Keil sitzen die 

Bohrungen der Köpfe und Keile übereinander. Dies lässt zum Einen erkennen, dass der Keil weit genug 
eingeschlagen ist, zum Anderen bieten die Löcher auch eine komfortable Möglichkeit die Keile gegen 
ungewolltes Lösen zu sichern. Hierzu können einfache M6-Schrauben oder auch Nieten verwendet werden. 

PRODUKTINFORMATION
Modulgerüstsystem assco futuro RE

Das weiterentwickelte Modulgerüstsystem 
„assco futuro RE“ aus dem Hause ALTRAD 
plettac assco zeichnet sich durch eine 
erhöhte Tragfähigkeit seiner Bauteile aus. 
Eine Vermischung mit den bereits im Bestand 
befindlichen Bauteilen des Modulgerüstsystems 
„assco futuro“ ist vollumfänglich möglich. Durch 
die „RE“-Einprägung auf allen Bauteilen des 
neuen Gerüstsystems, lassen sich alle Bauteile 
auf dem Lagerplatz oder auf der Baustelle ohne 
weiteren Aufwand unterscheiden.

Die Modulknoten sind dank der höheren Stahlgüte 
und verbesserter Geometrie deutlich tragfähiger. 
Die Rohrverbinder werden nicht mehr in die Rohre 
der Stiele eingepresst, sondern direkt aus dem 
Stielrohr geformt. Zusätzlich mit Bohrungen zur 
zugfesten Verbindung ausgestattet, sind diese 
Stiele des Systems „assco futuro RE“ für den 
Einsatz in Hängegerüsten geeignet. Die jeweils 
2 Bohrungen im Rohrverbinder und am unteren 
Ende des Stiels ermöglichen eine einfache 
Verbindung mittels Schrauben. 
Des Weiteren verfügen alle Modulstiele über 
Einschnürungen am unteren Ende, im Bereich 
der Stielstöße, um einen passgenaueren Sitz der 
Stiele aufeinander zu ermöglichen.
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PRODUKTINFORMATION
Zugfeste Verbindung der Vertikalstiele  
und deren Gewichte

Vertikalstiel mit einge- 
presstem Rohrverbinder  
 Gewicht (Länge 1m): 5,4 kg

Hängegerüststiel mit 
verschraubtem Rohrverbinder 

Gewicht (Länge 1m): 6,5 kg

Vertikalstiel RE mit 
angeformtem Rohrverbinder 

Gewicht (Länge 1m): 5,4 kg

Zugfeste Verbindung: 

Vertikalstiel mit 

eingepresstem Rohrverbinder

Einfach verschraubt 

Schraubengüte: 10.9 

Max. Zugkraft: 27,1 kN

Zugfeste Verbindung: 

Hängegerüststiel mit 

verschraubtem Rohrverbinder

Zweifach verschraubt 

Schraubengüte: 8.8 

Max. Zugkraft: 43 kN

Zugfeste Verbindung: 

Vertikalstiel RE mit 

angeformtem Rohrverbinder 
 
Zweifach verschraubt 

Schraubengüte: 8.8  

Max. Zugkraft: 62,8 kN
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By optimizing the wedge head 
geometry, an increased load 
capacity of the ledgers is achieved. 
This is caused by modifying 
the height of the wedge heads, 
without limiting the introduced 
characteristics of the scaffolding 
system. All wedge heads of ledgers, 
transoms and vertical braces, as 
well as all wedges have received 
an additional hole in the lower area. 
The holes of the heads and wedges 

are in line with each other as soon as the wedge is fixed entirely. On the one hand, this shows that the 
wedge has been driven in far enough; on the other hand, the holes also offer an easy way of securing 
the wedges against loosening by unauthorized persons. Screws or rivets can be used for this purpose. 

PRODUCT INFORMATION
Modular scaffolding assco futuro RE
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The modernized modular scaffolding "assco 
futuro RE" of ALTRAD plettac assco is 
characterized by an increased load capacity of 
the components. 
The existing components of the modular 
scaffolding system "assco futuro" can be used 
together with the RE-Version. 
Due to the "RE"-imprint on all components of 
the new scaffolding system, the components 
can be separated in the warehouse or on the 
construction site without any additional effort if 
necessary.

Thanks to the higher steel quality and improved 
geometry, the joints are significantly more load-
bearing.The connection spigots are formed 
directly from the steel tubes and are no longer 
pressed into the tubes of the vertical standards.
The vertical standards of the "assco futuro RE" 
system are additionally equipped with holes for 
a tensile load-bearing connection and therefore 
suitable for the use in suspended scaffolds. Two 
holes in the connection spigot and at the end of 
the vertical standard allow an easy connection 
by means of a screw.
Furthermore, all modular standards have 
grooves at the lower end to improve the centering 
of the standards. 
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PRODUCT INFORMATION
Tensile-resistant connection of the vertical 
posts and their weights

Vertical post with press-fitted 

tube connector 

Weight (length 1m): 5,4 kg

Suspended scaffold post with 

bolted tube connector 

Weight (length 1m): 6,5 kg

Vertical post RE with molded 

tube connector 

Weight (length 1m): 5,4 kg

Tensile-resistant connection: 

Vertical post with press-fitted 

tube connector

Simply bolted 
Bolt grade: 10.9 
Max. tensile force: 27.1 kN

Tensile-resistant connection: 

Suspended scaffold post with 

bolted tube connector

Double bolted 
Bolt grade: 8.8 
Max. tensile force: 43 kN

Tensile-resistant connection: 

Vertical post RE with molded 

tube connector 

Double bolted 

Bolt grade: 8.8 

Max. tensile force: 62.8 kN
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