
Belagsicherung für Gerüstböden bei Einsatz einer
Konsole B64 oder B32 ohne Rohrverbinder an Fassadengerüsten.
Die Belagsicherungen sind jeweils auch für die Sicherung der Beläge 
auf den variablen Konsolen geeignet.

Artikel-Nr. Bezeichnung Bemaßung (cm) Gewicht
5F A15 431 00 Belagsicherung SL für Konsole B64 2,4kg 
5F A15 431 01 Belagsicherung SL für Konsole B32 1,7 kg

PRODUKTINFORMATION
Belagsicherung für Konsolen SL B32 und B64 
und variable Konsole SL
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DAS GERÜST

Maße in mm /Irrtum und technische Änderungen vorbehalten.

VORTEILE

√ Leichtes Bauteil
√ Einfacher Einbau auch nachträglich möglich
√ Belagsicherung passt auch bei variabler Konsole
√ geringer Einbauraum an der Fassadenseite 		
    erforderlich



Deck retainer for scaffold deck when using a side bracket B64 or B32 without tube connectors on facade 
scaffolds. Also suitable for the variable side bracket. 

Item No. Description Dimensions (cm) Weight
5F A15 431 00 Deck retainer SL for Side bracket B64 2,4kg 
5F A15 431 01 Deck retainer SL for Side bracket B32 1,7 kg

PRODUCT INFORMATION
Deck retainer for side brackets SL B32 and 
B64 and Variable side bracket SL
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DAS GERÜST

Dimensions in mm / Errors and technical modifications reserved.

ADVANTAGES

√ Lightweight component 
√ Easy installation, even possible later 
√ Deck retainer also fits with variable side bracket 
√ Minimal installation space required on the facade side


