
Robustes Belagelement zum Verschließen des Spaltes zwischen Haupt- und Konsolbelag.
Gelochte rutschsichere Oberfläche durch Deckblech, welches direkt mit dem Tragprofil verschweißt und 
feuerverzinkt ist. Wird anstelle des Riegels am Modulteller angeschlossen. Die unsymmetrische Bauform 
erlaubt die Anpassung (an unterschiedliche Spaltenbreiten) bei 2- oder 3-bohligen Gerüsten.  

Artikel-Nr. Bezeichnung Bemaßung (cm) Gewicht
5FA2345720 Podestriegel futuro, U-Auflage L257 17 Kg

PRODUKTINFORMATION
Podestriegel futuro U-Auflage

√ Einfacher Einbau
√ Sichere Befestigung
√ Rutschfester Spaltverschluss
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Maße in mm /Irrtum und technische Änderungen vorbehalten.



Robust hot-dip galvanized decking element for closing the gap between the main platform and the side 
bracket platform. It features a perforated, anti-slip surface made of deck sheet, which is directly welded 
to the load-bearing profile galvanized. It is connected to the disc of vertical standard instead of the ledger. 
The asymmetrical design allows adjustment for different gap widths in 2-board or 3-board scaffolding 
configurations.

Item-No. Description Dimensions (cm) Weight
5FA2345720 Platform ledger futuro, U support L257 17 Kg

PRODUCT INFORMATION
Platform ledger futuro, U support

√ Easy installation 
√ Safe Connection 
√ Anti-slip gap closure

ADVANTAGES USE
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