
Schwere Stahlgitterträger mit einem Achsmaß von 100 cm. Die feuerverzinkten Bauteile dienen zum 
Erstellen von Überbrückung mit großen Spannweiten oder / und hohen Traglasten.
Ober und Untergurt aus Rohren mit einem Außendurchmesser von 48,3 mm.

Artikel-Nr. Bemaßung (cm) Gewicht
5F A23 211 01 L300 H100 49 kg

√ Große Tragfähigkeit
√ integrierte Rohrverbinder erleichtern die Verlängerung
√ abstand der diagonalstöße beträgt 1m um 50 cm versetzt 	
    am Ober- und Untergurt
√ Vielfältige Einsatzmöglichkeiten
√ Belastungstabellen beachten

PRODUKTINFORMATION
Schwerlastgitterträger H100

VORTEILE

Irrtum und technische Änderungen vorbehalten. 
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5F A23 211 02 L400 H100  61 kg

5F A23 211 03 L500 H100 74 kg



Heavy Duty Lattice Girder with an axis spacing of 100 cm. The hot-dip galvanized components are used for 
creating bridges with large spans and/or high load-bearing capacities.  
Top and bottom chords made of tubes with an outer diameter of 48.3 mm.

Item-No. Dimensions (cm) Weight
5F A23 211 01 L300 H100 49 kg

√ High load-bearing capacity 
√ Integrated tube connectors for extension 
√ The distance of the diagonal joints is 1m, offset by  
    50 cm on the top and bottom chords 
√ Versatile applications 
√ Refer to the load tables

PRODUCT INFORMATION
Heavy Duty Lattice Girder 100

ADVANTAGES	

Errors and technical modifications reserved.

ALTRAD PLETTAC ASSCO GMBH
Adam-Opel Straße 7 – 58840 Plettenberg, Germany
Tel.: +49 2391 815-01 – E-Mail: info@plettac-assco.de
www.plettac-assco.de

IS
SU

E 
0

4/
20

25

DAS GERÜST

5F A23 211 02 L400 H100  61 kg

5F A23 211 03 L500 H100 74 kg


