
Der Spaltenboden SL ist für den Einsatz im Fassadengerüst plettac SL bei gleichläufigen Treppentürmen 
konzipiert und zum schließen des Spaltes beim Einsatz der Konsole 74/110 vorgesehen.
Der mitlaufende und nachträgliche Einbau in die Treppentürme durch ein schwenkbares Kopfstück ist 
möglich. Für den Einbau in Kombination sowohl mit einer Distanzkupplung L11 oder L16.

Artikel-Nr. Bezeichnung Bemaßung (cm) LK Gewicht
5FA1707410 Spaltenboden SL für Alu-Treppen und Konsolen 

B74/110
L250 / B19 3 14,3 kg 

5FA1707413 Spaltenboden SL für Alu-Treppen und Konsolen 
B74/110

L300 / B19 3 15,8 kg

Einsatz mit 
Distanzkupplung L11

Einsatz mit
 Distanzkupplung L16

PRODUKTINFORMATION
Spaltenboden SL

Maße in mm /Irrtum und technische Änderungen vorbehalten.
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The gap Deck SL is designed for use in the plettac SL facade scaffold and is intended to close the gap when 
using the side bracket 74/110 with stair towers running parallel. A integrated and retrofitted installation 
into the stair towers is possible with a swivel headpiece. It can be installed in combination with either a 
distance couplerL11 or L16.

Item-No. Description Dimensions (cm) LC Weight
5FA1707410 Gap Deck SL for aluminum stairs and side brackets B74/110 L250 / B19 3 14,3 kg 

5FA1707413 Gap Deck SL for aluminum stairs and side brackets B74/110 L300 / B19 3 15,8 kg

Use with  
Distance couplerL11

Use with  
Distance couplerL16

PRODUCT INFORMATION
Gap Deck SL

Dimensions in mm / Errors and technical changes reserved.
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